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Recessed Downlight




Low Voltage preofessional Downlight

Low voltage downlight, easy installation, suitable for shop window, show case, furniture show, etc.
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Completed with 12V transformer



Low Voltage preofessional Downlight

Low voltage downlight, easy installation, suitable for shop window, show case, furniture show, etc.
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Advanced heat sink design

Easy install & dismantie
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Angle adjustable reflector
Max 45° tilted illuminating

Diversified cover board, create diversified
illumination

Completed with 12V transformer



Low Voltage preofessional Downlight

Low voltage downlight, easy installation, suitable for shop window, show case, furniture show, etc.
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Recessed Directional Downlight

DINAH

Recessed Wall - washer

45° CDM-T 70W 15° CDM-T 70W

Colour-Filter Honeycomb




Recessed Directional Downlight

Aluminium alloy housing.

Static electricity spray-coated surface

and the specially designed fixture able to be pulled
35° up, 55° down.

With the vacum electro plated pure aluminium
reflector.

High efficiency and accurate illumination.
Matched with various anti-glare and special filters.
Perfectly fit for all kinds of commercial environment
lighting use.
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Recessed Directional Downlight

Aluminum alloy housing.

Static electricity spray-coated surface and the specially
designed fixture able to be pulled 30° up, 50° down and
350° rotated.

With the vacuum electro plated pure aluminium reflector.
High efficiency and accurate illumination.

Matched with various anti-glare and special filters.
Perfectly fit for all kinds of commercial envionment lighting
use.
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Recessed Downlight

Aluminum alloy housing.

Static electricity spray-coated surface

For light source with reflector. -
High efficiency and accurate illumination

Matched with various anti-glare and special filters
perfectly fit for all kinds of commercial environment lighting
use.
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Recessed CFL Downlight (Economy type)
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ECC-H6

ECC-H6-2

ECC-H6-2WR

1X13W  G24d-1

1X18W  G24d-2

2X13W G24d-1
2X18W G24d-2

2X18W G24d-2

With tempered glass bottom cover
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2X13W  G24d-1
2X18W G24d-2

With tempered glass bottom cover




E4o

Aluminium die-cast ring, steel stamping housing. Vacuum plated reflector, with sand blasted tempered glass

bottom cover.
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Recessed CFL Downlight

1X13W

1X18W

1X26W

2X13W

2X18W

2X26W

1X13W

1X18W

1X26W

2X13W

2X18W

2X26W

G24d-1

G24d-2

G24d-3

G24d-1

G24d-2

G24d-3

G24d-1

G24d-2

G24d-3

G24d-1

G24d-2

G24d-3




Recessed Directional Downlight

Concept -R

Steel stamping and deep draw housing. Anodized aluminium reflector, UV tempered glass filter. Remote control

gear box necessary.
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Die cast aluminium housing. Sand blasted reflector, with UV tempered glass filter, tiltable housing gives wall-

washing luminous effect.
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RCC-150R HIT-DE 150w RX7S

Concept - Bush R

Polar Intensity Diagram
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Die cast aluminium ring. Sand blasted reflector, sand blasted or clear UV tempered glass filter.
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Die cast aluminium square ring. Sand blasted reflector, sand blasted or clear UV tempered glass filter.
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